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Approved by:

Approved Signatory
Danny Li

Report for:

EPK Tustin
Titan Environmental Solutions, Inc.
1521 East Orangethorpe Ave, Ste B
Fullerton, CA  92831

Regarding:
Eurofins EPK Built Environment Testing, LLC
Project: 120316-AS, LM; 5701 8th street, Dublin, CA
EML ID: 3555513

All samples were received in acceptable condition unless noted in the Report Comments portion in the body of the report. The results relate only to 
the samples as received and tested. The results include an inherent uncertainty of measurement associated with estimating percentages by 
polarized light microscopy. Measurement uncertainty data for sample results with >1% asbestos concentration can be provided when requested.

Eurofins EPK Built Environment Testing, LLC ("the Company"), a member of the Eurofins Built Environment Testing group of companies, shall 
have no liability to the client or the client's customer with respect to decisions or recommendations made, actions taken or courses of conduct 
implemented by either the client or the client's customer as a result of or based upon the Test Results. In no event shall the Company be liable to 
the client with respect to the Test Results except for the Company's own willful misconduct or gross negligence nor shall the Company be liable for 
incidental or consequential damages or lost profits or revenues to the fullest extent such liability may be disclaimed by law, even if the Company 
has been advised of the possibility of such damages, lost profits or lost revenues. In no event shall the Company's liability with respect to the Test 
Results exceed the amount paid to the Company by the client therefor.

Dates of Analysis:
Asbestos PLM: 03-06-2024

Service SOPs: Asbestos PLM (EPA 40CFR App E to Sub E of Part 763 & EPA METHOD 600/R-93-116, SOP EM-AS-S-1267)
NVLAP Lab Code 200757-0

EMLab ID: 3555513, Page 1 of 18Eurofins EPK Built Environment Testing, LLC
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Total Samples Submitted: 66
Total Samples Analyzed: 66

Total Samples with Layer Asbestos Content > 1%: 0

Location: 0227-01 01, Roof B SW Corner, Black Penetration Mastic Lab ID-Version‡: 17385493-1

Sample Layers Asbestos Content
Black Roofing Mastic ND

Composite Non-Asbestos Content: 15% Cellulose
Sample Composite Homogeneity: Good

Location: 0227-01 02, Roof B NW Corner, Black Penetration Mastic Lab ID-Version‡: 17385494-1

Sample Layers Asbestos Content
Black Roofing Mastic ND

Composite Non-Asbestos Content: 15% Cellulose
Sample Composite Homogeneity: Good

Location: 0227-01 03, Roof B NE Corner, Black Penetration Mastic Lab ID-Version‡: 17385495-1

Sample Layers Asbestos Content
Black Roofing Mastic ND

Composite Non-Asbestos Content: 15% Cellulose
Sample Composite Homogeneity: Good

Location: 0227-02 04, Roof B South Corner, Grey Seam Mastic Lab ID-Version‡: 17385496-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

EMLab ID: 3555513, Page 2 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-02 05, Roof B South Corner, Grey Seam Mastic Lab ID-Version‡: 17385497-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-02 06, Roof B South E. End, Grey Seam Mastic Lab ID-Version‡: 17385498-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-03 07, Roof B South W. End, Off-White Flashing Caulking Lab ID-Version‡: 17385499-1

Sample Layers Asbestos Content
Gray Roof Flashing Caulking ND

Sample Composite Homogeneity: Moderate

Location: 0227-03 08, Roof B West Center, Off-White Flashing Caulking Lab ID-Version‡: 17385500-1

Sample Layers Asbestos Content
Gray Roof Flashing Caulking ND

Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 3 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-03 09, Roof B East N. End, Off-White Flashing Caulking Lab ID-Version‡: 17385501-1

Sample Layers Asbestos Content
Gray Roof Flashing Caulking ND

Sample Composite Homogeneity: Moderate

Location: 0227-04 10, Roof B West Center, Off-White Exterior Wall Texture Lab ID-Version‡: 17385502-1

Sample Layers Asbestos Content
Gray Cementitious Material Texture ND

Blue Fibrous Material (Mesh) ND
Composite Non-Asbestos Content: 10% Glass Fibers
Sample Composite Homogeneity: Moderate

Location: 0227-04 11, Roof B NE Center, Off-White Exterior Wall Texture Lab ID-Version‡: 17385503-1

Sample Layers Asbestos Content
Gray Cementitious Material Texture ND

Sample Composite Homogeneity: Moderate

Location: 0227-04 12, Roof B East Center, Off-White Exterior Wall Texture Lab ID-Version‡: 17385504-1

Sample Layers Asbestos Content
Gray Cementitious Material Texture ND

Blue Fibrous Material (Mesh) ND
Composite Non-Asbestos Content: 10% Glass Fibers
Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 4 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-05 13, Roof B Center, Black Sealant Lab ID-Version‡: 17385505-1

Sample Layers Asbestos Content
Black Sealant ND

Sample Composite Homogeneity: Moderate

Location: 0227-05 14, Roof B Center, Black Sealant Lab ID-Version‡: 17385506-1

Sample Layers Asbestos Content
Black Sealant ND

Sample Composite Homogeneity: Moderate

Location: 0227-05 15, Roof B Center, Black Sealant Lab ID-Version‡: 17385507-1

Sample Layers Asbestos Content
Black Sealant ND

Sample Composite Homogeneity: Moderate

Location: 0227-06 16, Roof B NE Corner, Grey HVAC Mastic Lab ID-Version‡: 17385508-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

EMLab ID: 3555513, Page 5 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-06 17, Roof B NE Corner, Grey HVAC Mastic Lab ID-Version‡: 17385509-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-06 18, Roof B NE Corner, Grey HVAC Mastic Lab ID-Version‡: 17385510-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-07 19, Roof B South Center, Black Roof Mastic Lab ID-Version‡: 17385511-1

Sample Layers Asbestos Content
White Coating ND

Black Roofing Mastic ND
Composite Non-Asbestos Content: 15% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-07 20, Roof B South Center, Black Roof Mastic Lab ID-Version‡: 17385512-1

Sample Layers Asbestos Content
White Coating ND

Black Roofing Mastic ND
Composite Non-Asbestos Content: 10% Cellulose

5% Synthetic Fibers
Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 6 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-07 21, Roof B South Center, Black Roof Mastic Lab ID-Version‡: 17385513-1

Sample Layers Asbestos Content
White Coating ND

Black Roofing Mastic ND
Composite Non-Asbestos Content: 10% Cellulose

5% Synthetic Fibers
Sample Composite Homogeneity: Moderate

Location: 0227-08 22, Unit B Shower 1 W. Wall, White Drywall (Joint Compound) Lab ID-Version‡: 17385514-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Peach Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-08 23, Unit B Shower 1 E. Wall, White Drywall (Joint Compound) Lab ID-Version‡: 17385515-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Yellow Fibrous Material (Mesh) ND
Peach Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
3% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-08 24, Unit B Shower 2 W. Wall, White Drywall (Joint Compound) Lab ID-Version‡: 17385516-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Peach Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 7 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-09 25, 2nd Floor Corridor SW, White Ceiling 2' x 2' Lab ID-Version‡: 17385517-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
25% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-09 26, 2nd Floor Corridor SW, White Ceiling 2' x 2' Lab ID-Version‡: 17385518-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
25% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-09 27, 2nd Floor Corridor SW, White Ceiling 2' x 2' Lab ID-Version‡: 17385519-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
25% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-10 28, B211 W. Wall Center, Tan Cove Base Mastic Lab ID-Version‡: 17385520-1

Sample Layers Asbestos Content
Tan Mastic ND

Black Mastic (Trace) ND
Sample Composite Homogeneity: Good

EMLab ID: 3555513, Page 8 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-10 29, B237 N. Wall Center, Tan Cove Base Mastic Lab ID-Version‡: 17385521-1

Sample Layers Asbestos Content
Tan Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-10 30, B113 W. Wall Center, Tan Cove Base Mastic Lab ID-Version‡: 17385522-1

Sample Layers Asbestos Content
Tan Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-11 31, B216 Floor Center, Grey Vinyl Floor Tile 9" x 9" Lab ID-Version‡: 17385523-1

Sample Layers Asbestos Content
Gray Floor Tile ND
Black Mastic ND

Sample Composite Homogeneity: Moderate

Location: 0227-11 32, B221 Floor Center, Grey Vinyl Floor Tile 9" x 9" Lab ID-Version‡: 17385524-1

Sample Layers Asbestos Content
Gray Floor Tile ND
Black Mastic ND

Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 9 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-11 33, B122 Floor Center, Grey Vinyl Floor Tile 9" x 9" Lab ID-Version‡: 17385525-1

Sample Layers Asbestos Content
Gray Floor Tile ND
Black Mastic ND

Sample Composite Homogeneity: Moderate

Location: 0227-12 34, 1st Floor Corridor SE, White Vinyl Floor Tile 9" x 9" Lab ID-Version‡: 17385526-1

Sample Layers Asbestos Content
White Floor Tile ND

Yellow Mastic (Trace) ND
Sample Composite Homogeneity: Moderate

Location: 0227-12 35, 1st Floor Corridor W Center, White Vinyl Floor Tile 9" x 9" Lab ID-Version‡: 17385527-1

Sample Layers Asbestos Content
White Floor Tile ND

Yellow Mastic (Trace) ND
Sample Composite Homogeneity: Moderate

Location: 0227-12 36, 1st Floor Corridor NE, White Vinyl Floor Tile 9" x 9" Lab ID-Version‡: 17385528-1

Sample Layers Asbestos Content
White Floor Tile ND

Yellow Mastic (Trace) ND
Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 10 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-13 37, B219 Floor Center, Black Floor Mastic Lab ID-Version‡: 17385529-1

Sample Layers Asbestos Content
Black Flooring Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-13 38, B121 Floor Center, Black Floor Mastic Lab ID-Version‡: 17385530-1

Sample Layers Asbestos Content
Black Flooring Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-13 39, B122 Floor Center, Black Floor Mastic Lab ID-Version‡: 17385531-1

Sample Layers Asbestos Content
Black Flooring Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-14 40, Shower 1 N. Wall Center, Grey Concrete Lab ID-Version‡: 17385532-1

Sample Layers Asbestos Content
Gray Concrete ND

Sample Composite Homogeneity: Good

EMLab ID: 3555513, Page 11 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-14 41, Shower 2 N. Wall Center, Grey Concrete Lab ID-Version‡: 17385533-1

Sample Layers Asbestos Content
Gray Concrete ND

Sample Composite Homogeneity: Good

Location: 0227-14 42, Laundry S. Wall Center, Grey Concrete Lab ID-Version‡: 17385534-1

Sample Layers Asbestos Content
Gray Concrete ND

Sample Composite Homogeneity: Good

Location: 0227-15 43, 1st Floor Corridor N. White Ceiling Tile 9" x 9" Lab ID-Version‡: 17385535-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
30% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-15 44, 1st Floor Corridor N. White Ceiling Tile 9" x 9" Lab ID-Version‡: 17385536-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
30% Glass Fibers

Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 12 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-15 45, 1st Floor Corridor N. White Ceiling Tile 9" x 9" Lab ID-Version‡: 17385537-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
30% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-16 46, Shower 1 N. Wall Center, Grey Plaster Lab ID-Version‡: 17385538-1

Sample Layers Asbestos Content
Gray Plaster ND
White Plaster ND

Off-White Plaster ND
Sample Composite Homogeneity: Moderate

Location: 0227-16 47, Shower 2 N. Wall Center, Grey Plaster Lab ID-Version‡: 17385539-1

Sample Layers Asbestos Content
Gray Plaster ND
White Plaster ND

Off-White Plaster (Trace) ND
Sample Composite Homogeneity: Moderate

Location: 0227-16 48, Sanitor E. Wall Center, Grey Plaster Lab ID-Version‡: 17385540-1

Sample Layers Asbestos Content
Gray Plaster ND
White Plaster ND

Off-White Plaster ND
Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 13 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-17 49, Laundry S. Wall Center, White Pipe Insulation Lab ID-Version‡: 17385541-1

Sample Layers Asbestos Content
Silver Foil ND

Cream Paper ND
Yellow Insulation ND

Composite Non-Asbestos Content: 75% Glass Fibers
10% Cellulose

Sample Composite Homogeneity: Moderate

Location: 0227-17 50, Laundry S. Wall Center, White Pipe Insulation Lab ID-Version‡: 17385542-1

Sample Layers Asbestos Content
Silver Foil ND

Cream Paper ND
Yellow Insulation ND

Composite Non-Asbestos Content: 75% Glass Fibers
10% Cellulose

Sample Composite Homogeneity: Moderate

Location: 0227-17 51, Laundry S. Wall Center, White Pipe Insulation Lab ID-Version‡: 17385543-1

Sample Layers Asbestos Content
Silver Foil ND

Cream Paper ND
Yellow Insulation ND

Composite Non-Asbestos Content: 75% Glass Fibers
10% Cellulose

Sample Composite Homogeneity: Moderate

Location: 0227-18 52, 1st Floor Corridor N, Brown Door Mastic Lab ID-Version‡: 17385544-1

Sample Layers Asbestos Content
Brown Mastic ND

Gray Fibrous Material ND
Composite Non-Asbestos Content: 5% Cellulose
Sample Composite Homogeneity: Moderate

EMLab ID: 3555513, Page 14 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-18 53, 1st Floor Corridor N, Brown Door Mastic Lab ID-Version‡: 17385545-1

Sample Layers Asbestos Content
White Compound ND

Brown Mastic ND
Gray Fibrous Material ND

Composite Non-Asbestos Content: 5% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-18 54, 1st Floor Corridor N, Brown Door Mastic Lab ID-Version‡: 17385546-1

Sample Layers Asbestos Content
White Compound ND

Brown Mastic ND
Gray Fibrous Material ND

Composite Non-Asbestos Content: 5% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-19 55, Laundry S. Center, Tan HVAC Duct Mastic Lab ID-Version‡: 17385547-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-19 56, Laundry S. Center, Tan HVAC Duct Mastic Lab ID-Version‡: 17385548-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

EMLab ID: 3555513, Page 15 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-19 57, Laundry S. Center, Tan HVAC Duct Mastic Lab ID-Version‡: 17385549-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-20 58, B141 Cell Door, Black Cell Window Caulking Lab ID-Version‡: 17385550-1

Sample Layers Asbestos Content
Black Caulk ND

Sample Composite Homogeneity: Good

Location: 0227-20 59, B139 Cell Door, Black Cell Window Caulking Lab ID-Version‡: 17385551-1

Sample Layers Asbestos Content
Black Caulk ND

Sample Composite Homogeneity: Good

Location: 0227-20 60, B117 Cell Door, Black Cell Window Caulking Lab ID-Version‡: 17385552-1

Sample Layers Asbestos Content
Black Caulk ND

Sample Composite Homogeneity: Good

EMLab ID: 3555513, Page 16 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-21 61, 1st Floor Corridor West Wall N. End, Red Electrical Mastic Lab ID-Version‡: 17385553-1

Sample Layers Asbestos Content
Red Mastic ND
Composite Non-Asbestos Content: 10% Glass Fibers
Sample Composite Homogeneity: Good

Location: 0227-21 62, 1st Floor Corridor West Wall N. End, Red Electrical Mastic Lab ID-Version‡: 17385554-1

Sample Layers Asbestos Content
Red Mastic ND
Composite Non-Asbestos Content: 10% Glass Fibers
Sample Composite Homogeneity: Good

Location: 0227-21 63, 1st Floor Corridor West Wall N. End, Red Electrical Mastic Lab ID-Version‡: 17385555-1

Sample Layers Asbestos Content
Red Mastic ND
Composite Non-Asbestos Content: 10% Glass Fibers
Sample Composite Homogeneity: Good

Location: 0227-22 64, Roof B SW, Black Round Roof System Lab ID-Version‡: 17385556-1

Sample Layers Asbestos Content
Gray Roofing Material ND

Gray Roofing Felt ND
Gray Roofing Material  ND

Black Roofing Tar and Felt 1 ND
Black Roofing Tar and Felt 2 ND
Black Roofing Tar and Felt 3 ND

Composite Non-Asbestos Content: 20% Glass Fibers
15% Synthetic Fibers

Sample Composite Homogeneity: Poor

EMLab ID: 3555513, Page 17 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th street, Dublin, CA

Date of Sampling: 02-27-2024
Date of Receipt: 02-28-2024
Date of Report: 03-06-2024

ASBESTOS PLM REPORT
Location: 0227-22 65, Roof B NW, Black Round Roof System Lab ID-Version‡: 17385557-1

Sample Layers Asbestos Content
Gray Roofing Material ND

Gray Roofing Felt ND
White Roofing Material ND

Black Roofing Tar and Felt 1 ND
Black Roofing Tar and Felt 2 ND

Composite Non-Asbestos Content: 20% Glass Fibers
10% Synthetic Fibers

Sample Composite Homogeneity: Poor

Location: 0227-22 66, Roof B E Center, Black Round Roof System Lab ID-Version‡: 17385558-1

Sample Layers Asbestos Content
Gray Roofing Felt ND

White Roofing Material ND
Black Roofing Tar and Felt 1 ND
Black Roofing Tar and Felt 2 ND

Composite Non-Asbestos Content: 20% Glass Fibers
10% Synthetic Fibers

Sample Composite Homogeneity: Poor

EMLab ID: 3555513, Page 18 of 18Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Approved by:

Approved Signatory
Danny Li

Report for:

EPK Tustin
Titan Environmental Solutions, Inc.
1521 East Orangethorpe Ave, Ste B
Fullerton, CA  92831

Regarding:
Eurofins EPK Built Environment Testing, LLC
Project: 120316-AS, LM; 5701 8th St. Dublin CA
EML ID: 3557600

All samples were received in acceptable condition unless noted in the Report Comments portion in the body of the report. The results relate only to 
the samples as received and tested. The results include an inherent uncertainty of measurement associated with estimating percentages by 
polarized light microscopy. Measurement uncertainty data for sample results with >1% asbestos concentration can be provided when requested.

Eurofins EPK Built Environment Testing, LLC ("the Company"), a member of the Eurofins Built Environment Testing group of companies, shall 
have no liability to the client or the client's customer with respect to decisions or recommendations made, actions taken or courses of conduct 
implemented by either the client or the client's customer as a result of or based upon the Test Results. In no event shall the Company be liable to 
the client with respect to the Test Results except for the Company's own willful misconduct or gross negligence nor shall the Company be liable for 
incidental or consequential damages or lost profits or revenues to the fullest extent such liability may be disclaimed by law, even if the Company 
has been advised of the possibility of such damages, lost profits or lost revenues. In no event shall the Company's liability with respect to the Test 
Results exceed the amount paid to the Company by the client therefor.

Dates of Analysis:
Asbestos PLM: 03-07-2024

Service SOPs: Asbestos PLM (EPA 40CFR App E to Sub E of Part 763 & EPA METHOD 600/R-93-116, SOP EM-AS-S-1267)
NVLAP Lab Code 200757-0

EMLab ID: 3557600, Page 1 of 20Eurofins EPK Built Environment Testing, LLC
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Total Samples Submitted: 70
Total Samples Analyzed: 70

Total Samples with Layer Asbestos Content > 1%: 0

Location: 0227-23-67, Unit A Roof Center - Black Penetration Mastic Lab ID-Version‡: 17394823-1

Sample Layers Asbestos Content
Black Roofing Mastic ND

Composite Non-Asbestos Content: 10% Cellulose
Sample Composite Homogeneity: Good

Location: 0227-23-68, Unit A Roof Center - Black Penetration Mastic Lab ID-Version‡: 17394824-1

Sample Layers Asbestos Content
Black Roofing Mastic ND

Composite Non-Asbestos Content: 10% Cellulose
Sample Composite Homogeneity: Good

Location: 0227-23-69, Unit A Roof Center - Black Penetration Mastic Lab ID-Version‡: 17394825-1

Sample Layers Asbestos Content
Black Roofing Mastic ND

Composite Non-Asbestos Content: 10% Cellulose
Sample Composite Homogeneity: Good

Location: 0227-24-70, Unit A Roof Center - Black Sealant Lab ID-Version‡: 17394826-1

Sample Layers Asbestos Content
Black Sealant ND

Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 2 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-24-71, Unit A Roof Center - Black Sealant Lab ID-Version‡: 17394827-1

Sample Layers Asbestos Content
Black Sealant ND

Sample Composite Homogeneity: Moderate

Location: 0227-24-72, Unit A Roof Center - Black Sealant Lab ID-Version‡: 17394828-1

Sample Layers Asbestos Content
Black Sealant ND

Sample Composite Homogeneity: Moderate

Location: 0227-25-73, Unit A Roof W. Center - HVAC Mastic Grey Lab ID-Version‡: 17394829-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-25-74, Unit A Roof W. Center - HVAC Mastic Grey Lab ID-Version‡: 17394830-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 3 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-25-75, Unit A Roof W. Center - HVAC Mastic Grey Lab ID-Version‡: 17394831-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-26-76, Unit A Roof E. Center - Black Roof Mastic Lab ID-Version‡: 17394832-1

Sample Layers Asbestos Content
White Coating ND

Black Roofing Mastic ND
Composite Non-Asbestos Content: 5% Cellulose

5% Synthetic Fibers
Sample Composite Homogeneity: Good

Location: 0227-26-77, Unit A Roof Center - Black Roof Mastic Lab ID-Version‡: 17394833-1

Sample Layers Asbestos Content
White Coating ND

Black Roofing Mastic ND
Composite Non-Asbestos Content: 5% Cellulose

5% Synthetic Fibers
Sample Composite Homogeneity: Good

Location: 0227-26-78, Unit A Roof Center - Black Roof Mastic Lab ID-Version‡: 17394834-1

Sample Layers Asbestos Content
White Coating ND

Black Roofing Mastic ND
Composite Non-Asbestos Content: 5% Cellulose

5% Synthetic Fibers
Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 4 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-27-79, Unit A Roof S. Wall Center - Wall Texture Off-White Lab ID-Version‡: 17394835-1

Sample Layers Asbestos Content
Gray/White Cementitious Material Wall Texture ND

Blue Fibrous Material (Mesh) ND
Composite Non-Asbestos Content: 5% Glass Fibers
Sample Composite Homogeneity: Good

Location: 0227-27-80, Unit A Roof S. Wall W. End- Wall Texture Off-White Lab ID-Version‡: 17394836-1

Sample Layers Asbestos Content
Gray/White Cementitious Material Wall Texture ND

Blue Fibrous Material (Mesh) ND
Composite Non-Asbestos Content: 5% Glass Fibers
Sample Composite Homogeneity: Good

Location: 0227-27-81, Unit A Roof N. Wall Center - Wall Texture Off-White Lab ID-Version‡: 17394837-1

Sample Layers Asbestos Content
Gray/White Cementitious Material Wall Texture ND

Blue Fibrous Material (Mesh) ND
Composite Non-Asbestos Content: 5% Glass Fibers
Sample Composite Homogeneity: Good

Location: 0227-28-82, Unit A Roof E. Wall S. End - Tan Flashing Caulking Lab ID-Version‡: 17394838-1

Sample Layers Asbestos Content
Gray Roof Flashing Caulking ND

Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 5 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-28-83, Unit A Roof S. Wall Center - Tan Flashing Caulking Lab ID-Version‡: 17394839-1

Sample Layers Asbestos Content
Gray Roof Flashing Caulking ND

Sample Composite Homogeneity: Good

Location: 0227-28-84, Unit A Roof W. Wall Center - Tan Flashing Caulking Lab ID-Version‡: 17394840-1

Sample Layers Asbestos Content
Gray Roof Flashing Caulking ND

Sample Composite Homogeneity: Good

Location: 0227-29-85, Unit A Roof Center - Rolled Roof System Black Lab ID-Version‡: 17394841-1

Sample Layers Asbestos Content
Black Roofing Shingle with Pebbles ND

Black Roofing Tar and Felt ND
Gray Roofing Material ND

Gray Roofing Felt ND
Composite Non-Asbestos Content: 10% Glass Fibers

10% Synthetic Fibers
Sample Composite Homogeneity: Moderate

Location: 0227-29-86, Unit A Roof Center - Rolled Roof System Black Lab ID-Version‡: 17394842-1

Sample Layers Asbestos Content
Black Roofing Shingle with Pebbles ND

Black Roofing Tar and Felt 1 ND
Black Roofing Tar and Felt 2 ND

Gray Roofing Felt ND
Composite Non-Asbestos Content: 10% Glass Fibers

10% Synthetic Fibers
Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 6 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-29-87, Unit A Roof Center - Rolled Roof System Black Lab ID-Version‡: 17394843-1

Sample Layers Asbestos Content
Black Roofing Shingle with Pebbles ND

Black Roofing Tar and Felt 1 ND
Black Roofing Tar and Felt 2 ND
Black Roofing Tar and Felt 3 ND

Gray Roofing Material ND
White Roofing Material ND

Composite Non-Asbestos Content: 10% Glass Fibers
10% Synthetic Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-30-88, Shower 1 S. Wall Center - White Drywall/Joint Compound Lab ID-Version‡: 17394844-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Yellow Fibrous Material (Mesh) ND
Tan Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
5% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-30-89, Shower 1 S. Wall Center - White Drywall/Joint Compound Lab ID-Version‡: 17394845-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Yellow Fibrous Material (Mesh) ND
Tan Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
5% Glass Fibers

Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 7 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-30-90, Shower 1 N. Wall Center - White Drywall/Joint Compound Lab ID-Version‡: 17394846-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Yellow Fibrous Material (Mesh) ND
Tan Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
5% Glass Fibers

Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 8 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-30-91, Shower 1 N. Wall Center - White Drywall/Joint Compound Lab ID-Version‡: 17394847-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Yellow Fibrous Material (Mesh) ND
Tan Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
5% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-30-92, Shower 2 N. Wall Center - White Drywall/Joint Compound Lab ID-Version‡: 17394848-1

Sample Layers Asbestos Content
White Joint Compound with Paint ND
Yellow Fibrous Material (Mesh) ND
Tan Drywall with Brown Paper ND

Composite Non-Asbestos Content: 10% Cellulose
5% Glass Fibers

Sample Composite Homogeneity: Moderate

Location: 0227-31-93, 2nd Floor S. Corridor E. End - White Ceiling Tile 2x2 Lab ID-Version‡: 17394849-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
25% Glass Fibers

Sample Composite Homogeneity: Good

Location: 0227-31-94, 2nd Floor S. Corridor E. End - White Ceiling Tile 2x2 Lab ID-Version‡: 17394850-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
25% Glass Fibers

Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 9 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-31-95, 2nd Floor N. Corridor E. End - White Ceiling Tile 2x2 Lab ID-Version‡: 17394851-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
25% Glass Fibers

Sample Composite Homogeneity: Good

Location: 0227-32-96, 1st Floor Dayroom SE - Tan Basecove Mastic Lab ID-Version‡: 17394852-1

Sample Layers Asbestos Content
Tan Mastic ND

Black Non-Fibrous Material (Trace) ND
White Compound ND

Sample Composite Homogeneity: Moderate

Location: 0227-32-97, 1st Floor Dayroom SE - Tan Basecove Mastic Lab ID-Version‡: 17394853-1

Sample Layers Asbestos Content
Tan Mastic ND

Black Non-Fibrous Material ND
White Compound ND

Sample Composite Homogeneity: Moderate

Location: 0227-32-98, 1st Floor Dayroom NW - Tan Basecove Mastic Lab ID-Version‡: 17394854-1

Sample Layers Asbestos Content
Tan Mastic ND

Black Non-Fibrous Material (Trace) ND
White Compound ND

Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 10 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-33-99, A140 Floor Center - Green Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394855-1

Sample Layers Asbestos Content
Gray Floor Tile ND
Black Mastic ND

Sample Composite Homogeneity: Moderate

Location: 0227-33-100, N. Corridor Floor W. End - Green Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394856-1

Sample Layers Asbestos Content
Gray Floor Tile ND
Black Mastic ND

Sample Composite Homogeneity: Moderate

Location: 0227-33-101, S. Corridor Floor W. End - Green Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394857-1

Sample Layers Asbestos Content
Gray Floor Tile ND
Black Mastic ND

Sample Composite Homogeneity: Moderate

Location: 0227-34-102, N. Corridor Floor Center - White Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394858-1

Sample Layers Asbestos Content
White Floor Tile ND

Gray Mastic ND
Gray Compound ND

Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 11 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-34-103, W. Corridor Floor S. End - White Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394859-1

Sample Layers Asbestos Content
White Floor Tile ND

Black/Yellow Mastic ND
Sample Composite Homogeneity: Moderate

Location: 0227-34-104, Dayroom Floor Center - White Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394860-1

Sample Layers Asbestos Content
White Floor Tile ND

Black/Yellow Mastic ND
Sample Composite Homogeneity: Moderate

Location: 0227-35-105, A138 Floor Center - Blue Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394861-1

Sample Layers Asbestos Content
Blue Floor Tile ND

Black/Yellow Mastic ND
Sample Composite Homogeneity: Moderate

Location: 0227-35-106, A138 Floor Center - Blue Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394862-1

Sample Layers Asbestos Content
Blue Floor Tile ND

Black/Yellow Mastic ND
Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 12 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-35-107, A138 Floor Center - Blue Vinyl Floor Tile 9"x9" Lab ID-Version‡: 17394863-1

Sample Layers Asbestos Content
Blue Floor Tile ND

Black/Yellow Mastic ND
Sample Composite Homogeneity: Moderate

Location: 0227-36-108, A117 Floor Center - Black Floor Mastic Lab ID-Version‡: 17394864-1

Sample Layers Asbestos Content
Black Flooring Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-36-109, A120 Floor Center - Black Floor Mastic Lab ID-Version‡: 17394865-1

Sample Layers Asbestos Content
Black Flooring Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-36-110, A121 Floor Center - Black Floor Mastic Lab ID-Version‡: 17394866-1

Sample Layers Asbestos Content
Black Flooring Mastic ND

Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 13 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-37-111, Laundry E. Wall Center - Grey Concrete Lab ID-Version‡: 17394867-1

Sample Layers Asbestos Content
Gray Concrete ND

Sample Composite Homogeneity: Good

Location: 0227-37-112, Laundry E. Wall Center - Grey Concrete Lab ID-Version‡: 17394868-1

Sample Layers Asbestos Content
Gray Concrete ND

Sample Composite Homogeneity: Good

Location: 0227-37-113, Laundry E. Wall Center - Grey Concrete Lab ID-Version‡: 17394869-1

Sample Layers Asbestos Content
Gray Concrete ND

Sample Composite Homogeneity: Good

Location: 0227-38-114, W. Corridor Ceiling Center - White Ceiling Tile 9"x9" Lab ID-Version‡: 17394870-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
30% Glass Fibers

Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 14 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-38-115, W. Corridor Ceiling Center - White Ceiling Tile 9"x9" Lab ID-Version‡: 17394871-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
30% Glass Fibers

Sample Composite Homogeneity: Good

Location: 0227-38-116, W. Corridor Ceiling Center - White Ceiling Tile 9"x9" Lab ID-Version‡: 17394872-1

Sample Layers Asbestos Content
White Ceiling Tile ND

Composite Non-Asbestos Content: 40% Cellulose
30% Glass Fibers

Sample Composite Homogeneity: Good

Location: 0227-39-117, W. Corridor Ceiling Center - Brown Puck Mastic Lab ID-Version‡: 17394873-1

Sample Layers Asbestos Content
Brown Mastic ND

Gray Fibrous Material ND
Composite Non-Asbestos Content: 20% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-39-118, W. Corridor Ceiling Center - Brown Puck Mastic Lab ID-Version‡: 17394874-1

Sample Layers Asbestos Content
Brown Mastic ND

Gray Fibrous Material ND
Composite Non-Asbestos Content: 20% Cellulose
Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 15 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-39-119, W. Corridor Ceiling Center - Brown Puck Mastic Lab ID-Version‡: 17394875-1

Sample Layers Asbestos Content
Brown Mastic ND

Gray Fibrous Material ND
Composite Non-Asbestos Content: 20% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-40-120, Shower 2 N. Wall Center - Grey Plaster Lab ID-Version‡: 17394876-1

Sample Layers Asbestos Content
White Skim Coat ND

Gray Plaster ND
Sample Composite Homogeneity: Moderate

Location: 0227-40-121, Shower 2 S. Wall Center - Grey Plaster Lab ID-Version‡: 17394877-1

Sample Layers Asbestos Content
White Skim Coat ND

Gray Plaster ND
Sample Composite Homogeneity: Moderate

Location: 0227-40-122, Shower 1 N. Wall Center - Grey Plaster Lab ID-Version‡: 17394878-1

Sample Layers Asbestos Content
White Skim Coat ND

Gray Plaster ND
Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 16 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-40-123, Shower 1 S. Wall Center - Grey Plaster Lab ID-Version‡: 17394879-1

Sample Layers Asbestos Content
White Skim Coat ND

Gray Plaster ND
Sample Composite Homogeneity: Moderate

Location: 0227-40-124, A138 E. Wall S. End - Grey Plaster Lab ID-Version‡: 17394880-1

Sample Layers Asbestos Content
White Skim Coat ND

Gray Plaster ND
Sample Composite Homogeneity: Moderate

Location: 0227-41-125, Laundry NE Corner - White Pipe Insulation Lab ID-Version‡: 17394881-1

Sample Layers Asbestos Content
White Paper ND
Silver Foil ND

Yellow Insulation ND
Composite Non-Asbestos Content: 80% Glass Fibers

10% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-41-126, Laundry NE Corner - White Pipe Insulation Lab ID-Version‡: 17394882-1

Sample Layers Asbestos Content
White Paper ND
Silver Foil ND

Yellow Insulation ND
Composite Non-Asbestos Content: 80% Glass Fibers

10% Cellulose
Sample Composite Homogeneity: Moderate

EMLab ID: 3557600, Page 17 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-41-127, Laundry NE Corner - White Pipe Insulation Lab ID-Version‡: 17394883-1

Sample Layers Asbestos Content
White Paper ND
Silver Foil ND

Yellow Insulation ND
Composite Non-Asbestos Content: 80% Glass Fibers

10% Cellulose
Sample Composite Homogeneity: Moderate

Location: 0227-42-128, Laundry SE Corner - Tan HVAC Mastic Lab ID-Version‡: 17394884-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-42-129, Laundry SE Corner - Tan HVAC Mastic Lab ID-Version‡: 17394885-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

Location: 0227-42-130, Laundry SE Corner - Tan HVAC Mastic Lab ID-Version‡: 17394886-1

Sample Layers Asbestos Content
Gray Mastic ND

Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 18 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-43-131, A209 Cell Window - Cell Window Caulking Black Lab ID-Version‡: 17394887-1

Sample Layers Asbestos Content
Black Caulk ND

Sample Composite Homogeneity: Good

Location: 0227-43-132, A222 Cell Window - Cell Window Caulking Black Lab ID-Version‡: 17394888-1

Sample Layers Asbestos Content
Black Caulk ND

Sample Composite Homogeneity: Good

Location: 0227-43-133, A23A Cell Window - Cell Window Caulking Black Lab ID-Version‡: 17394889-1

Sample Layers Asbestos Content
Black Caulk ND

Sample Composite Homogeneity: Good

Location: 0227-44-134, 2nd Floor N. Corridor W. End - Red Electrical Mastic Lab ID-Version‡: 17394890-1

Sample Layers Asbestos Content
Red Mastic ND
Composite Non-Asbestos Content: 5% Cellulose
Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 19 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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Eurofins EPK Built Environment Testing, LLC
2841 Dow Avenue, Suite 300, Tustin, CA 92780

(800) 651-4802  www.eurofinsus.com/Built
Client: Titan Environmental Solutions, Inc.
C/O: EPK Tustin
Re: 120316-AS, LM; 5701 8th St. Dublin CA

Date of Sampling: 02-28-2024
Date of Receipt: 02-29-2024
Date of Report: 03-07-2024

ASBESTOS PLM REPORT
Location: 0227-44-135, 2nd Floor N. Corridor W. End - Red Electrical Mastic Lab ID-Version‡: 17394891-1

Sample Layers Asbestos Content
Red Mastic ND
Composite Non-Asbestos Content: 5% Cellulose
Sample Composite Homogeneity: Good

Location: 0227-44-136, 2nd Floor N. Corridor W. End - Red Electrical Mastic Lab ID-Version‡: 17394892-1

Sample Layers Asbestos Content
Red Mastic ND
Composite Non-Asbestos Content: 5% Cellulose
Sample Composite Homogeneity: Good

EMLab ID: 3557600, Page 20 of 20Eurofins EPK Built Environment Testing, LLC

The test report shall not be reproduced except in full, without written approval of the laboratory. The report must not be used by the client to 
claim product certification, approval, or endorsement by NVLAP, NIST, or any agency of the federal government. The Company reserves the 
right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified.

Inhomogeneous samples are separated into homogeneous subsamples and analyzed individually. ND means no fibers were detected. When 
detected, the minimum detection and reporting limit is less than 1% unless point counting is performed. Floor tile samples may contain large 
amounts of interference material and it is recommended that the sample be analyzed by gravimetric point count analysis to lower the detection 
limit  and to aid in asbestos identification.
‡ A "Version" indicated by -"x" after the Lab ID# with a value greater than 1 indicates a sample with amended data.  The revision number is 
reflected by the value of "x".
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